DAILY EXAMINATION OF WORKING PLACES
	Mine Operator: 

	Mine: 


Working places must be examined at least once each shift, before work begins or as miners begin work in that place. Record ALL conditions found on entire shift.
	Completed By:
	Date:


A competent person should be Task Trained to recognize hazards and conditions that are expected or known to occur in a specific work area.
	Location of all areas examined: Mark ‘CAN’ box if “Corrective Action Needed” is found. IF conditions that may adversely affect safety or health cannot be corrected before miners are potentially exposed the miners must be promptly notified of the condition.



	Working Place
	Area
Accessed
	CAN
	ISSUE THAT NEEDS CORRECTIVE ACTION
	Date
Corrected
	Notified Affected

	PLANT 
STEPS, HANDRAILS, LADDER, GUARDS, FIRE EXTINGUISHER, ACCESS, LOCKOUT, CHOCKS,
GROUND CONDITIONS, SIGNS, LABELS, LIGHTING,
TIE-OFF, RAMP BERMS, DUMP POINT RESTRAINTS, 
CONTINUITY AND RESISTANCE
	YES / NO
	CAN
	
	
	YES / NO

	ROADS
BERMS, SIGNS, ACCESS, POT HOLES, DEBRIS,
WASH BOARDS, WATER BUILT UP, DUST
	YES / NO
	CAN
	
	
	YES / NO

	PIT
HIGH WALL, BARRICADES AND WARNING SIGNS, LOOSE ROCK, LIMITED ACCESS, LIGHTING, COMMUNICATION, RAMPS
	YES / NO
	CAN
	
	
	YES / NO

	OFFICE
TRAINING DOCS, PAPERWORK, FIRST-AID KIT, BLANKETS, EMERGENCY NUMBERS, QUATERLY REPORTS, PRE-OPERATIONAL EXAM FORMS, WORKPLACE EXAMS, FIRST-AID CARDS, CONTINUITY AND RESISTANCE READING’S, MSDS OR SDS, OPENING NOTICE
	YES / NO
	CAN
	
	
	YES / NO

	STOCKPILE (IF APPLICABLE)
RAMP BERMS, DUMP POINT RESTRAINTS, CRACKS IN FLOOR, OVERHANGS TRIMMED, BARRICADES AND WARNING SIGNS
	YES / NO
	CAN
	
	
	YES / NO

	PONDS
	YES / NO
	CAN
	
	
	YES / NO

	
	
	
	
	
	

	Location of additional working areas that are NOT listed above.  Areas MUST be inspected BEFORE work begins or as miners begin work in that place.

	
	YES / NO
	CAN
	
	
	YES / NO

	
	YES / NO
	CAN
	
	
	YES / NO

	
	YES / NO
	CAN
	
	
	YES / NO



	Additional items found that do NOT adversely affect safety or health.
	Date Corrected

	
	

	
	



